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Front View

Bottom View

IR SENSOR (FRONT CONTROL PANEL)
Blocking or covering this area will impair 
use of the IR remote control.

PROXIMITY
SENSOR
FIELD OF VIEW

DO NOT OBSCURE

If you mount the interactive flat panel in a recessed 
area, leave at least 4" (10cm) of space
between the interactive flat panel and the recess 
walls to enable ventilation and cooling.

PROXIMITY SENSORS
Passive IR - 5 Meter range.

6.20 158
INCLUDING COLOR SELECT
BUTTON MODULE.

4.94 125

41.0°

41.0°

4.000 102

2.00  MIN51
Distance between back of panel and wall
to allow for air flow for cooling.

9.00  MIN229
Recomended for tool access
to raise and lower support
feet.

A

Right Side View

LIFTING HANDLES
2 EACH SIDE

16.21 412

15.75 400
VESA

31.50 800
VESA

Back View

REAR COOLING HOLES
DO NOT OBSTRUCT

M8 MOUNTING LOCATIONS.

The panel has retractable support feet on the bottom
left and right sides.  These are used for supporting the panel on the 
floor (if necessary) during installation and prevent damage to the bottom
bezel of the panel.  The panel is shipped with the support feet in the 
down position.  They can be screwed to the retracted position with the 
use of a screwdriver from the bottom of the panel so they are hidden 
from the front view.

ACCESS COVERS TO 
DISABLE TOP AND SIDE USB 
PORTS.  SEE PRODUCT 
MANUAL FOR DETAILS.

16X M4 x 10mm DEEP 
MOUNTING HOLES.
(For mounting  of 
optional accessories)

16X M4 MOUNTING 
HOLES
(For mounting  of 
optional accessories)

47.0°47.0°47.0°47.0°
C

Top View

Mounting points for optional video conferencing 
camera (not included).  (Centre position normally 
used for single panel installation, right position on 
left panel normally used for dual panel 
installation).

Connection panel for 
optional video conferencing 
camera (not included).

Isometric View

LIFTING EYEBOLT LOCATIONS
(M12 X 2 INCLUDED IN ACCESSORY
 BOX)  HAND TIGHTEN ONLY.

MAIN I/O PANEL OPS PC SLOT
(OPTIONAL ACCESSORY
NOT INCLUDED)

41.0°

41.0°

B

Left Side View

PROXIMITY
SENSOR
FIELD OF VIEW

DO NOT OBSCURE

DETAIL A 
SCALE 1 : 4

RIGHT CONNECTION PANEL FOR 
OPTIONAL EXTERNAL SPEAKER (NOT 
INCLUDED)

DETAIL B 
SCALE 1 : 4

DETAIL C 
SCALE 1 : 4

PROXIMITY
SENSOR

FIELD OF VIEW

DO NOT OBSCURE

PROXIMITY
SENSOR

FIELD OF VIEW

DO NOT OBSCURE

LEFT CONNECTION PANEL FOR 
OPTIONAL EXTERNAL SPEAKER (NOT 
INCLUDED)

CONNECTION PANEL FOR OPTIONAL 
VIDEO CONFERENCING CAMERA (NOT 
INCLUDED)
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CAMERA LOCATIONS

COLOR SELECT MODULE

ERASER LOCATION

PROXIMITY SENSORS

KEEP OUT ZONES ALONG THESE EDGES.
White reflective surfaces are used by vision 
system.  
DO NOT COVER OR BLOCK THESE 
SURFACES.

INTEGRATED SPEAKER BAR

EYEBOLT LOCATIONS

VESA MOUNTING PLATE
LOCATIONS. (800MM X 400MM)

ACCESSORY
INTERCONNECT
LOCATIONS.

ACCESSORY 
INTERCONNECT
LOCATIONS.

ACCESSORY 
INTERCONNECT
LOCATIONS.

SUPPORT FEET

LIFTING HANDLES

LIFTING HANDLES

2X LOWER CAMERA COVER
(Removable cover to allow camera
service and repair by a qualified
technician only.)

2X UPPER CAMERA COVER
(Removable cover to allow camera
service and repair by a qualified
technician only.)

PEN HOLDERS
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61.00 1549.50
IMAGE AREA

34.31 871.6
IMAGE AREA

38
33

965
838

32
27

809
682

FLOOR

Recommended Mounting Height

Distance to bottom
surface of IFP for:
Writing
Video

Distance to lower limit of 
image for:
Writing
Video

LENGTH OF M8 MOUNTING SCREWS MUST BE AT LEAST 12MM PLUS 
THE THICKNESS OF BRACKET (AND WASHER IF USED). MAX LENGTH IS 
40MM PLUS BRACKET THICKNESS.

PANEL WEIGHT WITHOUT CABLES OR ACCESSORIES IS APPROX   
205+-2 LBS (91.5+-1 Kg).
  
ENSURE MOUNTING BRACKETS AND WALL ARE RATED FOR LOAD.

OPTIONAL WALL MOUNT AND WALL-FLOOR STAND KITS ARE 
AVAILABLE.
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